
Лист тех. данных 3NG1102
LV HRC ISOLATING LINK,SIZE 0 WITH INSULATED GRIPPING
LUG

версия
Фирменное название продукта SENTRON
Габаритные размеры плавких вставок
предохранителей

NH0

Главная цепь
Рабочий ток / расчетное значение 160 A
вес-нетто 94 g

Declaration of
Conformity

Test Certificates

Type Test Certificates/Test
Report

Special Test Certificate

Дополнительная информация
Information- and Downloadcenter (Catalogs, Brochures,…)
http://www.siemens.com/lowvoltage/catalogs

3NG1102 Возможны изменения.
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_I201_XX_04179
https://support.industry.siemens.com/cs/WW/ru/ps/3NG1102/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/ru/ps/3NG1102/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/ru/ps/3NG1102/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/ru/ps/3NG1102/Certificate?ct=445&ci=495&cao=553
http://www.siemens.com/lowvoltage/catalogs


Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/ru/ru/Catalog/product?mlfb=3NG1102

Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/ru/ps/3NG1102

Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=3NG1102

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://www.siemens.com/specifications
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https://mall.industry.siemens.com/mall/ru/ru/Catalog/product?mlfb=3NG1102
https://support.industry.siemens.com/cs/ww/ru/ps/3NG1102
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=3NG1102
http://www.siemens.com/cax
http://www.siemens.com/specifications
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I2Y1_XX_00242

