
Лист тех. данных 5ST3770-0HG
CONNECTION TERMINAL 35SQMM FOR PIN BUSBAR ACC. TO
UL 508

версия
Фирменное название продукта SENTRON
Исполнение сборной шины пластинчатая

Общие технические данные
Обработка поверхности / покрыта оловом нет

Подробнее
Характеристики продукта / гибкий нет

Механическая конструкция
вес-нетто 30,76 g
Материал / электрической шины SF-Cu F 24

General Product Approval

Дополнительная информация

5ST3770-0HG Возможны изменения.
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_I202_XX_00291
https://support.industry.siemens.com/cs/WW/ru/ps/5ST3770-0HG/Certificate?ct=439&ci=497&cao=586


Information- and Downloadcenter (Catalogs, Brochures,…)
http://www.siemens.com/lowvoltage/catalogs

Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/ru/ru/Catalog/product?mlfb=5ST3770-0HG

Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/ru/ps/5ST3770-0HG

Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5ST3770-0HG

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://www.siemens.com/specifications
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